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/——VARIES DUE TO DIFFERING MANUFACTURING DIMENSIONS.

THE FABRIC MAY EITHER BE FASTENED TO THE TENSION
WIRE BY HOG RINGS SPACED AT 2' INTERVALS, OR THE
TENSION WIRE MAY BE WOVEN THROUGH THE FABRIG.

USE WIRE CLIPS OR TIES TO ATTACH
FABRIC TO POSTS AT 12" CENTERS.

/———TENSION WIRE - #7 GA.

USE TIE WIRE (#6 GA. @ 24" CTRS.)
TO TIE FABRIC TO BRACE RAIL.

LINE POST
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3"+ LINE POST
o l /‘BRACE RAIL / ] /
5 7 TS ot
28R

2'-3" MIN. FOR 4' & &'

3'-0" MIN. FOR 6’

Z_TIE ROD .375 DIAJ |
WITH TURNBUCKLE |||
8'

e

LC - MIN. LENGTH

TERMINAL POST

t—TENSION WIRE - #7 GA.

12' FOR 4' & 5' L”|
+

T
~——TERMINAL POST

[l |  (SEE GATES FOR [l
———._ - GATE POST DIMENSIONS)

¥

10" FOR 6’

8" FOR 4' & 5'

10" FOR 4' & 5'

3" MIN.
12" FOR 6'

**"H" IS THE HEIGHT OF FENCE. SEE PAY ITEM
DESCRIPTION FOR REQ'D HEIGHT FOR PROJECT.

NOTE: ROLL FORMED LINE POST MAY BE DRIVEN TO A
MINIMUM OF 3'-0" IN LIEU OF CONCRETE ANCHOR,
UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

END POST (3'-6" MIN. LENGTH)
TERMINAL POST
/——BRACE RAIL

TENSION WIRE
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ELEVATION

9" FOR 6'

METHOD OF TYING FENCE TO ENDWALL

FENCE TO
TERMINAL POST AT R/W

(el

8" FOR 4' & 5'
9" FOR 6'

TENSION WIRE
#7 GA. i

WINGWALL

MIN. |LENGTH LINE POST

LL =

3" MIN.

TERMINAL POST
BRACE RAIL

J

AS REQUIRED.

g'-0"

|

| TIE ROD .375 DIA.
WITH TURNBUCKLE.

| LENGTH OF THREADS
FOR TURNBUCKLE IS

| 7" MIN. CUT TIE ROD

BRACE RAIL

34" X34" FLAT STRETCHER BAR
34" X38" FLAT STRETCHER BAR FOR 1" MESH ONLY

GATE OR TERMINAL POST WITH
STRETCHER BAR ATTACHMENT

WIRE CLIPS
#6 GA. STEEL

METHOD OF TYING
FABRIC TO "H" POST

TENSION WIRE

#7 GA.
LINE POST TERMINAL POST

BRACE RAIL

g

\—TENSION WIRE

SLOPE VARIES Wl #7 GA.

u
2] BREAK IN FENCE AT THIS POST MAY BE OMITTED
IF FENCE CAN BE TAUT WITHOUT BREAKING AND
IF OMISSION AND ERECTION ARE APPROVED BY
THE ENGINEER.
DETAIL

METHOD OF CONSTRUCTING FENCE ON SHARP BREAK IN GRADE

NOTES:

CAPS ARE REQUIRED ON PIPE POST.

CAPS ARE NOT REQUIRED ON "H" POST OR ROLL FORMED

POST. INSTALL FENCE FABRIC ON THE SIDE FARTHEST FROM THE HIGHWAY EXCEPT THAT ON
HORIZONTAL CURVES GREATER THAN THREE DEGREES, INSTALL THE FENCE TO PULL AGAINST LINE
POST. CONSIDER ALL CHANGES IN DIRECTION OF FENCE LINE OF 30° OR MORE AS CORNERS.
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